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Packing: Hexagonal polyethylene bundles with steel strip and 2x extra wire for loading
9- off, in woodbox if customers required.

Tel:+86-576-88805030 Fax:+86-576-88809380

Contact: Email:sales@kwksteel.com Http://www.kwksteel.com
Address:E801-802, Xintai Square, Taizhou, Zhejiang, China 318000
STAINLESS STEEL TUBE Catalogue
Size Range: 0OD:3.00-1050.00mm WT:0.10-80.00mm
ltem Standard Material Description
TP201, TP202, XM-19, TP304, TP304L,
TP304H, TP304N, TP304LN, TP309S,
TP309H, TP309LMoN, TP309Cb,
TP309HCb, TP310S, TP310H, Specification

TP310MoCbN, TP310Cb, TP310HCb,

1 ASTM A213 TP310HCbN, TP310MoLN, TP316,
TP316L, TP316H, TP316Ti, TP316N,
TP316LN, TP317, TP317L, TP317LM,
TP317LMN, TP321, TP321H, TP347,

TP347W, TP347H, TP347HFG, TP347LN,
TP348, TP348H, XM-15, TP444 etc.

forseamless ferritic and

austenitic alloy-steel
boiler, superheater, and]
heat-exchanger tubes.

TP405, TP410, TP429,TP430, TP443,

Specification for
TP446-1, TP446-2, TP409, TP439,

seamless and welded
2 ASTM A268 TP430Ti, TPXM-27, TPXM-33, 18Cr-2Mo, | ferritic and martensitic
29-4, 29-4-2, 26-3-3, 25-4-4, 28-2-3.5, stainless steel tubing

TP468,etc. for general service.

TP304, TP304L, TP304LN, TP316, Specification for

TP316L, TP316LN, TP317, TP321, TP347,| S€amiess and welded

3 ASTM A269 TP348. TPXM-10, TPXM-11, TPXM-15, austen_ltlc stainless
TPXM-19, TPXM-29 etc. steel tubing for general

service.




ASTM A312

TPXM-19, TPXM-10, TPXM-11, TPXM-29,
TP201, TP201LN, TP304, TP304L,
TP304H, TP304N, TP304LN, TP309S,
TP309H, TP309Cb, TP309HCb, TP310S,
TP310H, TP310Cb, TP310HCb, TP316,
TP316L, TP316H, TP316Ti, TP316N,
TP316LN, TP317, TP317L, TP321,
TP321H, TP347, TP347H, TP347LN,
TP348, TP348H, TPXM-15,etc.

Specification for
seamless, welded, and
heavily cold worked
austenitic stainless
steel pipes.

ASTM A511

Steel Grade (Austenitic stainless steels):
MT302, MT303Se, MT304, MT304L,
MT305, MT309S, MT310S, MT316,
MT316L, MT317, MT321, MT347 ,etc.

Steel Grade (Ferritic and martensitic
stainless steels):
MT405, MT429, MT430, MT443, MT446-1,
MT446-2, 29-4, 29-4-2 MT403, MT410,
MT414, MT416Se, MT431, MT440A etc.

Specification for
seamless stainless
steel mechanical
tubing.

ASTM A789

531803, S32205, S31500, S32550,

S31200, S31260, S32001, S32304,

$39274, S32750, S32760, S32900,
§32950, S39277, S32520, S32906,etc.

Specification for
seamless and welded
ferritic/austenitic
stainless steel tubing
for general service.

ASTM A790

S$31200, S31260, S31500, S31803,
$32003, S32101, $32202, S32205,
S$32304, S32506, S32520, S32550,
S§32707, S32750, S32760, S32808,
$32900, S32906, S32950, S33207,
S$39274, S39277

Specification for
seamless and welded
ferritic/austenitic
stainless steel pipe.

DIN 17458

X5CrNI 1810, X2CrNI 1911, X2CrNIN
1810, X6CrNITI 1810, X6CrNINb 1810,
X5CrNIMo 17122, X2CrNIMo 17132,
X6CrNIMoTi 17122, X6CrNIMoNb 17122,
X2CrNIMoN 17133, X2CrNIMo18143,
X5CrNIMo17133, X2CrNIMoN 17135, etc.

Seamless circular
austenitic stainless
steel tubes subject to
special requirements.

JISO3463

SUS304TB, SUS304HTB, SUS304LTB,
SUS309TB, SUS309STB, SUS310TB,
SUS310STB, SUS312LTB, SUS316TB,
SUS316HTB, SUS316LTB, SUS316TiTB,
SUS317TB, SUS317LTB, SUS321TB,
SUS321HTB, SUS347TB, SUS347HTB,
SUS836LTB, SUS890LTB,
SUSXM15J1TB, SUS329J1TB,
SUS329J3LTB, SUS329J4LTB,
SUS405TB, SUS409TB, SUS409LTB,
SUS410TB, SUS410TiTB, SUS430TB,
SUS430LXTB, SUS430J1LTB,
SUS436LTB, SUS444TB, SUSXM8TB,
SUSXM27TB, etc.

Stainless steel boiler
and heat exchanger
tubes.
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JIS G3459

SUS304TP, SUS304HTP, SUS304LTP,
SUS309TP, SUS309STP, SUS310TP,
SUS310STP, SUS315J1TP, SUS315J2TP,
SUS316TP, SUS316HTP, SUS316LTP,
SUS316TiTP, SUS317TP, SUS317LTP,
SUS836LTP, SUS890LTP, SUS321TP,
SUS321HTP, SUS347TP, SUS347HTP,
SUS329J1TP, SUS329J3LTP,
SUS329J4LTP, SUS405TP, SUS409LTP,
SUS430TP, SUS430LXTP, SUS430J1LTP,
SUS436LTP, SUS444TP,etc.

Stainless steel pipes

For more,please contact us!




