
Item Category Size Standard  Material Surface Application

1 Seamless

Hot finish: 400-1020mm / 16-200mm 
Cold drawn: 13.72-457mm / 1.7-
22.5mm
Length:Random Length, Fixed Length, 
SRL, DRL

API5L
ASTM A106/A53
ASTM A179/A192
GB/T3091-2001
GB/T9711
EN10217
EN10210
EN10025
EN10208/216
BS1387-85
ASTM A53
DIN2458
DIN2391
SY/T5037

GR.B
X42/X46/X52/X56/X60
X65/X70
S355J0H/S355J2H 
10#, 20#
Q235/Q235B/Q345
ST37/ST52
S355JRH
L245/L290

Bare
Black painting
Anti-rust oil
Varnish coating
3LPE
 FBE

pipeline in Crude oil/Natural 
gas/Water/Boiler/Mechanical
Industrial networks
low pressure liquid delivery
offshore and foundation piles
Steel constructors

2 SSAW OD: 219mm-4064mm / WT: 3.2-40mm
Length: 6mtr-18mtr 

3 　ERW OD: 6-610mm / WT: 1.65-22mm
Length: 0.5mtr-20mtr

4 LSAW/DSAW OD: 219mm-1820mm / WT: 5-50mm
Length: 6mtr-18mtr


