Applications:

Similar Grade: SKT4
Chemical Composition:

Steel Grade: GB SCrNiMoV

C Si Nn P S Cr Mo Ni v

0,50-0,60 <=0,40 |0.50-0.80| ==0,030 | ==0,030 |0.50-0.80|0,15-0,30 | 1,40-1,80 [0.05—0.30,
Steel Grade: DIN-1.2714
C Si Mn P g Cr Mo Hi v

| [ | [ [ | | :
0,50-0,600,10-0,40 |0,65-0,95| ==0,030 | <=0,030 |1,00-1,20|0,45-0 55 |1,50-1,80 |0,07-0,12

Delivery Condition:

(GBIT1299-2000 DN larsi
Annealed (HB) ~ 187~241 l=250

Size available:

Square/Round Bar; 12~ 550mm

Flat: Min thickness, 15mm ; max width, 1000mm

Block: Mini size, 20x 50mm , max, 400x 800mm

Delivery Condition: haot rolled forged, annealed, black surface / ground surface ! peeled

surface / milled surface.

Applications: Hot-woark tool steel for Die casting tools, forming dies, die insers, hot shear
blades. Highly stressed hot work tools, pressure casting dies and metal extrusion tools for
pracessing light metal aloys, tools for the manufacture of hallows, tools for the screws
manufacture, nuts, rivets and kolts. Such as mandrels, dies and containers for metal tube and

rod extrusion mainly use for glass manufacturing with very good thermal conductivity.

Similar Grade: 2151-H11, SKDE, BH 11
Chemical Composition:

Steel Grade: GB 4Cr5MoSiV
C Si Mn P 5 cr Mo v
0.33~0.43 0.80~1.20 0.20~050 | ==0,030 | ==0,030 |475~550|1.10~1.60 | 0.30~0.60
Steel Grade: DIN-1.2343
C Si Mn P 5 Cr Mo v
0,36-042 090-1,20(0,30-050| ==0,030 | ==0,030 |4,80-550(1,10-140|0,25- 0,50
Delivery Condition:
GBIT1299-2000 DIN AlS]

Annealed (HB) |==235 =235 192~229

Size available:
Square/Round Bar; 12~ 550mm
Flat: Min thickness, 15mm ; max width, 1000mm
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Applications: Hot-work tool steel for Die casting tools, forming dies, die inserts, hot shear
hlades. Highly stressed hot work tools, pressure casting dies and metal extrusion tools for
processing light metal aloys, tools for the manufacture of hollows, tocls for the screws
manufacture, nuts, rivets and bolts. Such as mandrels, dies and containers for metal tube and
rod extrusion with very good thermal conductivity.

Similar Grade: AlISI-H13, SKDG1
Chemical Composition:

_- Steel Grade: GB 4Cr5Mo5iv1

C Si In P 5 Cr Mo v

032-042 |0.80~120 020~050 | ==0,030 | ==0,030 |475-550 1.10~175 | 0.80-120
| Steel Grade: DIN-1.2344
c si Mn P s cr Mo v

0,37-0,42 |0,90-1,20|0,30-0,50| ==0,030 ==0,030 [480-550|120-150| 0,90-1.10

Delivery Condition:

GB/T1299-2000 DI AlS)
Annealed (HBE) ==235 |==235 192~228

Size available:

Square/Round Bar: 12~ 850mm

Flat: Min thickness, 18mm; Max width, 1000mm

Delivery Condition: hot rolled forged, annealed, black surface / ground surface / peeled
surface / milled surface.

Applications: Hot-worl tool steel for Die casting tools, forming dies, die inserts, hot shear
klades. Highly stressed hot work tools, pressure casting dies and metal extrusion tools for
processing heavy metal aloys, tools for the manufacture of hollows, tools for the screws
manufacture, nuts, rivets and kaolts. Such as mandrels, dies and centainers for metal tube and
rod extrusion with very good thermal condudctivity.

Similar Grade: AlIS1-H21, SKD5
Chemical Composition:

| Steel Grade: GB 3Cr2wWaV

C Si IMn P 5 cr w v

D.SD—EI.-iU; == 0,40 ==040 | ==0,030 [ ==0,030 52.20—2.?05?.50—9.0050.20-D.EEI

| Steel Grade: DIN- 1.2581

C Si IMn P L Cr w v

0,25-035/0,15-0,30|0,20- 0,40 ==0035 | ==0,035 |250-280| 8.0-9.0 |030-0,40
Delivery Condition;

GBM1299-2000 Ly 4151
Annealed (HB) 255~207 ==240 {207 - 235

Size available:

Snuare/Round Bar: 12~ 550mm

Flat: Min thickness, 18mm ; max width, 1000mm

Delivery Condition: hot rolled forged, annealed, black surface / ground surface / peeled
surface / milled surface.
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